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New Generation of
ARM®R | Corrosion Protection

LNX-500A-CC series 1 ; LNX-500AG-CC series

LNX-800AG-CC series LNX-1002G-CC series

» Protective and Rugged Industrial Networking Products

Antaira Armor Series are protective and rugged with great tolerance to corrosive substances,
which is like the armor deferring the deterioration caused by corrosion in hazardous
environments. Ranging from Industrial Unmanaged/ Managed and PoE/ Non-PoE
Ethernet Switch, this series is perfect for the usage in corrosive environments.
Adopting the cutting-edge anti-corrosion technology and undergoing a series of rigorous
tests, the product series grantee a reliable industrial network under G3-Harsh and
GX-Severe environments of ANSI/ISA-71.04 and C5-Very High and CX-Extreme environments
of 1SO 9223 regulation.
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» Environmental Testing Procedures

Antaira Armor Series are tested through the following environmental testing
procedure to prove its high quality and guarantee the best performance.

IEC 60D68-2-11
IEC 60068-2-52

e Conformal Coating: MIL-1-46058C, IPC-CC-8308,
IEC 61086-2 (Class 2), UL 94(V-0), UL 746E
e Salt Spray Test: IEC 60068-2-11, IEC 60068-2-52
IEC 61086-2(Clasé 2) e Gas Corrosion Test: IEC 60068-2-60

UI.I;I.Q;L:‘:} ® Proven to be functional in the environmental
conditions: Class GX-Severe of ANSI/ISA-71.04 and

Class C5-Very High/ Class CX-Extreme of 1SO 92237

» ISA Standard 71.04

Corrosivity Level Typical Environment

G1 Mild Corrosion is not a factor in determining equipment reliability.

G2 Moderate Effects of corrosion are measurable and may be a factor in determining equipment reliability.

e High probability that corrosive attacks will occur. This harsh level should prompt further evaluation
and result in environmental controls or specially designed and packaged equipment.
GX Severe ONLY specially designed and packaged equipment would be expected to survive.
» 1SO 9223
C1 Very Low Dry Indoor
C2 Low Arid / Urban Inland
C3 Medium Coastal / Industrial
C4 High Calm Sea-Shore
C5 Very High Surf Sea-Shore
CX Extreme Ocean / Off-Shore

#1 150 9223:2012 establishes a classification system for the corrosivity of atmospheric environments.
#2 ANSI/I5A-71.04 Environmental Conditions for Process Measurement and Control 5 Airborne Cont.
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